




























































































































































EN79

Display Operating Procedure

“Technical” Programming

93.2°C     9.0b       126.5°C

Password
0000 1 After entering the password and accessing the “Technician” programming menu, rotate the Encoder Knob until 

the following is displayed.

93.2°C      9.0b      126.5°C

Scale
Settings 2 Press the Encoder Knob to access the menu.

93.2°C      9.0b      126.5°C

Auto Offset
ENABLED 3 Press the Encoder Knob to access the menu, rotate the Encoder Knob to choose between ENABLED and DISABLED, 

press the Encoder Knob to confirm the option.

93.2°C      9.0b      126.5°C

Scale Tare T.
3s 4 Press the Encoder Knob to access the menu, rotate the Encoder Knob to modify the value, press the Encoder 

Knob to confirm the desired value. This parameter is common to all groups.

93.2°C     9.0b       126.5°C

Scale
Settings

• 	This parameter enables the technician 
to set some scale parameters like:

	 - Enabling/disabling the offset 
parameter;

	 - Setting the weight reading time;
	 - Calibrating the scales;
	 - Updating the scale software.

Scale Settings
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Display Operating Procedure

“Technical” Programming

93.2°C     9.0b       126.5°C

G1 Scale
PRESENT 5 This parameter indicates that the scale is properly connected; navigate using the Encoder Knob to display the 

next menu.

93.2°C      9.0b      126.5°C

Calibrare
Scale G1 6 Press the Encoder Knob to start the calibration procedure.

G1 Bilanc. Scar.
e Premi Enter

Mett. 100g su G1
e Premi Enter

7
Remove any object from the scale, then press the Encoder Knob to confirm. 

Place the reference weights onto the scale, then press the Encoder Knob to confirm. At the end of the process, 
the self-calibration values or a confirmation message are displayed.
Repeat this operation for each group.

Start Scale
Testing

0.0 0.0 0.0
Enter per Uscire

8 Press the Encoder Knob to enter the menu and place the reference weights onto the scale.

93.2°C     9.0b       126.5°C

Scale
Settings

• 	This parameter enables the technician 
to set some scale parameters like:

	 - Enabling/disabling the offset 
parameter;

	 - Setting the weight reading time;
	 - Calibrating the scales;
	 - Updating the scale software.

Scale Settings
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Display Operating Procedure

“Technical” Programming

93.2°C     9.0b       126.5°C

Scale
Settings
Exit

9 Press the Encoder Knob to quit the submenu.

93.2°C      9.0b      126.5°C

Exit
Menu 10 You must scroll to the exit menu to exit the programming mode, or press the Encoder Knob for 2 seconds.

93.2°C     9.0b       126.5°C

Scale
Settings

• 	This parameter enables the technician 
to set some scale parameters like:

	 - Enabling/disabling the offset 
parameter;

	 - Setting the weight reading time;
	 - Calibrating the scales;
	 - Updating the scale software.

Scale Settings
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Display Operating Procedure

“Technical” Programming

93.2°C      9.0b      126.5°C

Password
0000 1 After entering the password and accessing the “Technician” programming menu, rotate the Encoder Knob until 

the following is displayed.

93.2°C      9.0b      126.5°C

Coffee Boiler
Settings 2 Press the Encoder Knob to access the menu.

93.2°C      9.0b      126.5°C

Coffee Boiler 1
ENABLED 3 Press the Encoder Knob to access the menu, rotate the Encoder Knob to choose between ENABLED and DISABLED, 

press the Encoder Knob to confirm the option.

93.2°C      9.0b      126.5°C

CB1 Temperature
Current:94.5
Target:94.5

4 Press the Encoder Knob to access the menu, rotate the Encoder Knob to modify the value, press the Encoder 
Knob to confirm the desired value.

• 	This parameter enables the technician 
to set various parameters of the coffee 
boiler.

•	 The boiler temperature is measured in 
the boiler’s most critical point, where 
the temperature fluctuation is the 
largest.

•	 The temperature of the water inside the 
group head is kept constant by the group 
mass. Though the boiler temperature 
may fluctuate slightly, that of the water 

inside the group is constant.
• 	In order to properly calibrate the 

temperature of each espresso, it 
is important that you measure the 
temperature of the water inside the 
group using an external temperature 
measuring device. The difference 
between the temperature shown on the 
display and the measured temperature 
can be compensated with the “Coffee T. 
offset” parameter. 

93.2°C     9.0b       126.5°C

Coffee Boiler
Settings

Coffee Boiler
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Display Operating Procedure

“Technical” Programming

• 	The OFFSET parameter is used to 
calibrate the coffee boiler system 
temperature, to ensure that the displayed 
temperature exactly corresponds to the 
temperature of the water in the group 
head. 

• 	This parameter is factory preset 
according to the results of the initial 
tests on this espresso machine. 

• 	We recommend that you don’t change 
this value. 

• 	Changing this value might lead to 
unexpected results. 

• 	It is important that you take note of this 
value before you make any change, to 
ensure that you can restore the factory 
settings in case of unexpected results. 
Each machine might have a different 
value, as they are set individually. 

93.2°C      9.0b      126.5°C

CB:1 Offset
3.5 5 Press the Encoder Knob to access the menu, rotate the Encoder Knob to modify the value, press the Encoder 

Knob to confirm the desired value.

93.2°C      9.0b      126.5°C

Coffee Boiler
Exit 6 Press the Encoder Knob to quit the submenu.

93.2°C      9.0b      126.5°C

Exit
Menu 7 You must scroll to the exit menu to exit the programming mode, or press the Encoder Knob for 2 seconds.

93.2°C     9.0b       126.5°C

Coffee Boiler
Settings

Coffee Boiler

THE COFFEE BOILER CONTAINS WATER AT ELEVATED TEMPERATURES.
 WATER TEMPERATURE OVER 52°c CAN CAUSE SEVERE BURNS IN STANTLY OR DEATH FROM SCALDING.

DANGER
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Display Operating Procedure

“Technical” Programming

93.2°C      9.0b      126.5°C

Password
0000 1 After entering the password and accessing the “Technician” programming menu, rotate the Encoder Knob until 

the following is displayed.

93.2°C      9.0b      126.5°C

Steam Boiler
Settings 2 Press the Encoder Knob to access the menu.

93.2°C      9.0b      126.5°C

Steam Boiler
ENABLED 3 Press the Encoder Knob to access the menu, rotate the Encoder Knob to choose between ENABLED and DISABLED, 

press the Encoder Knob to confirm the option.

93.2°C      9.0b      126.5°C

Temp. Vapore
Attuale:124.4
Obiettivo:123.5

4 Press the Encoder Knob to access the menu, rotate the Encoder Knob to modify the value, press the Encoder 
Knob to confirm the desired value.

• This parameter enables the technician 
to set various parameters of the steam 
boiler.

• �The temperature of saturated water is 
proportional to the pressure inside the 
Steam Boiler. Therefore it is possible to 
regulate the pressure of the steam boiler 
by means of electronic temperature 
control. Please use the following tables 
as reference when setting the steam 

boiler temperature.
• 	The maximum permitted value for the 

temperature setting is 129°C.
• The parameter filling WITH PUMP allows 

the technician to select the activation 
of the water pump during the automatic 
filling cycle of the service boiler.

• 	Only under unusual circumstances 
would the option of “WITHOUT PUMP” 
be chosen.

Steam Boiler

93.2°C     9.0b       126.5°C

Steam Boiler
Settings
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“Technical” Programming

93.2°C      9.0b      126.5°C

Cup Warmer Mode
TIME 5 Press the Encoder Knob to access the menu, rotate the Encoder Knob to choose between TIME and BY BUTTON, 

press the Encoder Knob to confirm the option.

93.2°C      9.0b      126.5°C

Cup Warmer
On Time: 5 min
Off Time: 5 min

6 You must scroll to the exit menu to exit the programming mode, or press the Encoder Knob for 2 seconds.

93.2°C      9.0b      126.5°C

Cup Warmer
Exit 7 Press the Encoder Knob to quit the submenu.

93.2°C      9.0b      126.5°C

Exit
Menu 8 You must scroll to the exit menu to exit the programming mode, or press the Encoder Knob for 2 seconds.

• This parameter allows the technician 
to enable or disable the cups heating 
function. 

• This parameter allows the technician 
to adjust the operating time of the 
resistance for the heating of the cups. 

• This function is displayed only on the 
models of espresso machine equipped 
with this accessory. 

• In TIME mode it is possible also to 
stop and to restart the cycle of the cup 
warmer  by pushing the cup warmer 
button.

93.2°C     9.0b       126.5°C

Cup Warmer
ENABLED

Cup Warmer



EN 90

Display Operating Procedure

“Technical” Programming

93.2°C      9.0b      126.5°C

Password
0000 1 After entering the password and accessing the “Technician” programming menu, rotate the Encoder Knob until 

the following is displayed.

93.2°C      9.0b      126.5°C

Auto On/Off
Settings 2 Press the Encoder Knob to access the menu.

93.2°C      9.0b      126.5°C

Auto On/Off
ENABLED 3 Press the Encoder Knob to access the menu, rotate the Encoder Knob to choose between ENABLED and DISABLED, 

press the Encoder Knob to confirm the option.

93.2°C      9.0b      126.5°C

On Time
00:00 4 Press the Encoder Knob to access the menu, rotate the Encoder Knob to modify the value, press the Encoder 

Knob to confirm the desired value.

• �This parameter allows the technician to 
program the espresso machine to turn on 
at a preset time and turn off at a preset 
time.

• �This feature also allows the espresso 
machine to remain in the off condition 
for one repeating closed day.

Auto ON/OFF

93.2°C     9.0b       126.5°C

Auto On/Off
Settings
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Display Operating Procedure

“Technical” Programming

93.2°C      9.0b      126.5°C

Off Time
00:00 5 Press the Encoder Knob to access the menu, rotate the Encoder Knob to modify the value, press the Encoder 

Knob to confirm the desired value.

93.2°C      9.0b      126.5°C

Closed On
NEVER 6 Press the Encoder Knob to enter the menu, rotate the Encoder Knob to select an option, press the Encoder 

Knob to confirm the option.

93.2°C      9.0b      126.5°C

Auto On/Off
Exit 7 Press the Encoder Knob to quit the submenu.

93.2°C      9.0b      126.5°C

Exit
Menu 8 You must scroll to the exit menu to exit the programming mode, or press the Encoder Knob for 2 seconds.

• �This parameter allows the technician to 
program the espresso machine to turn on 
at a preset time and turn off at a preset 
time.

• �This feature also allows the espresso 
machine to remain in the off condition 
for one repeating closed day.

Auto ON/OFF

93.2°C     9.0b       126.5°C

Auto On/Off
Settings
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“Technical” Programming

93.2°C      9.0b      126.5°C

Password
0000 1 After entering the password and accessing the “Technician” programming menu, rotate the Encoder Knob until 

the following is displayed.

93.2°C      9.0b      126.5°C

Clock Time
16:30 TUESDAY 2

Press the Encoder Knob once to set the first value, rotate the Encoder Knob to set the desired time, press the 
Encoder Knob twice to set the minutes, rotate the Encoder Knob to set the desired value. Press the Encoder 
Knob thrice to set the day of the week, rotate the Encoder Knob to set the desired day.

93.2°C      9.0b      126.5°C

Exit
Menu 3 You must scroll to the exit menu to exit the programming mode, or press the Encoder Knob for 2 seconds.

• �This parameter allows the user to set the 
time of day and the day of the week.

• �This parameter is used to display time 
and is also used by the “Auto On/Off” 
parameter

• �There are 4 changeable values within 
this parameter:

	 •	 Hour; 
	 • 	 Minute; 
	 • 	 Day of week;
	 • 	 Hour Format 12h or 24h.
 

Clock Adjust

93.2°C      9.0b      126.5°C

Clock Time
16:30 TUESDAY
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“Technical” Programming

93.2°C      9.0b      126.5°C

Password
0000 1 After entering the password and accessing the “Technician” programming menu, rotate the Encoder Knob until 

the following is displayed.

93.2°C      9.0b      126.5°C

Eco Mode
Settings 2 Press the Encoder Knob to access the menu.

93.2°C      9.0b      126.5°C

Eco Mode
Temperature: -10 3 Press the Encoder Knob to access the menu, rotate the Encoder Knob to set the desired temperature, press 

the Encoder Knob to confirm the value.

93.2°C      9.0b      126.5°C

Auto Eco Time
0 4

Press the Encoder Knob to access the menu, rotate the Encoder Knob to set the desired time in minutes, 
press the Encoder Knob to confirm the value. Setting the value to “0” (zero) will disable the Eco Mode para-
meter.

• This parameter allows the technician to 
set up a temperature to be maintained 
in case of a temporary non utilization of 
the espresso machine. 

ECO Mode

93.2°C      9.0b      126.5°C

Eco Mode
Settings
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“Technical” Programming

93.2°C      9.0b      126.5°C

Eco Mode
Exit 5 Press the Encoder Knob to quit the submenu.

93.2°C      9.0b      126.5°C

Exit
Menu 6 You must scroll to the exit menu to exit the programming mode, or press the Encoder Knob for 2 seconds.

• This parameter allows the technician to 
set up a temperature to be maintained 
in case of a temporary non utilization of 
the espresso machine. 

ECO Mode

93.2°C      9.0b      126.5°C

Eco Mode
Settings
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“Technical” Programming

93.2°C      9.0b      126.5°C

Password
0000 1 After entering the password and accessing the “Technician” programming menu, rotate the Encoder Knob until 

the following is displayed.

93.2°C      9.0b      126.5°C

Water Filter Alarm
Settings 2 Press the Encoder Knob to access the menu.

93.2°C      9.0b      126.5°C

Water Filter Alarm
DISENABLED 3 Press the Encoder Knob to access the menu, rotate the Encoder Knob to choose between ENABLED and DISABLED, 

press the Encoder Knob to confirm the option.

93.2°C      9.0b      126.5°C

Water Filter Alarm
Usata: 1000L
Limite: 5000L

4 Press the Encoder Knob to access the menu, rotate the Encoder Knob to modify the value, press the Encoder 
Knob to confirm the desired value.

93.2°C      9.0b      126.5°C

Water Filter Alarm
Settings

• This parameter enables the technician 
to program an alarm that will alert the 
user about the need for maintenance or 
replacement of the water filter.

• Once the set volume has been reached, 
the error message “Filter Alarm” will be 
displayed.

• 	A value of 0 (zero) disables the filter 
alarm parameter.

• 	This feature can be enabled or disabled.

Filter Alarm
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“Technical” Programming

93.2°C      9.0b      126.5°C

Water Percentage
40% 5 Press the Encoder Knob to access the menu, rotate the Encoder Knob to modify the value, press the Encoder 

Knob to confirm the desired value.

93.2°C      9.0b      126.5°C

Reset Filter Alarm

6 Press the Encoder Knob to reset the settings made.

93.2°C      9.0b      126.5°C

Water Filter Alarm
Exit 7 Press the Encoder Knob to quit the submenu.

93.2°C      9.0b      126.5°C

Exit
Menu 8 You must scroll to the exit menu to exit the programming mode, or press the Encoder Knob for 2 seconds.

• This parameter enables the technician 
to program an alarm that will alert the 
user about the need for maintenance or 
replacement of the water filter.

• Once the set volume has been reached, 
the error message “Filter Alarm” will be 
displayed.

• 	A value of 0 (zero) disables the filter 
alarm parameter.

• 	This feature can be enabled or disabled.

Filter Alarm

93.2°C      9.0b      126.5°C

Water Filter Alarm
Settings
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“Technical” Programming

93.2°C      9.0b      126.5°C

Password
0000 1 After entering the password and accessing the “Technician” programming menu, rotate the Encoder Knob until 

the following is displayed.

93.2°C      9.0b      126.5°C

Coffee Doses
Counter 2 Press the Encoder Knob to access the menu.

93.2°C      9.0b      126.5°C

Total Coffee 
Doses:14 3

Total dose display.

Rotate the Encoder Knob to display the other doses.

93.2°C      9.0b      126.5°C

G1 Doses
6 4 Keep rotating the Encoder Knob to display the total doses of the individual groups.

Coffee Doses Counter

93.2°C      9.0b      126.5°C

Coffee Doses
Counter

• 	�This parameter allows the technician 
to review the total doses dispensed for 
each button.

• This parameter displays different values: 
	 • 	 Total coffee doses;
	 • 	 Coffee doses for each button;
	 • 	 Hot water doses.
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Display Operating Procedure

“Technical” Programming

• 	�This parameter allows the technician 
to review the total doses dispensed for 
each button.

• This parameter displays different values: 
	 • 	 Total coffee doses;
	 • 	 Coffee doses for each button;
	 • 	 Hot water doses.

Coffee Doses Counter

93.2°C      9.0b      126.5°C

Left Steam Doses
4

5 Keep rotating the Encoder Knob to display the total doses of the individual steam wands.
93.2°C      9.0b      126.5°C

Right Steam Doses
6

93.2°C      9.0b      126.5°C

Water Dose
10 6 Keep rotating the Encoder Knob to also display the hot water button doses.

93.2°C      9.0b      126.5°C

Coffee Doses
Exit 7 Press the Encoder Knob to quit the submenu.

93.2°C      9.0b      126.5°C

Coffee Doses
Counter
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“Technical” Programming

93.2°C      9.0b      126.5°C

Password
0000 1 After entering the password and accessing the “Technician” programming menu, rotate the Encoder Knob until 

the following is displayed.

93.2°C      9.0b      126.5°C

Electronics
Settings 2 Press the Encoder Knob to access the menu.

93.2°C      9.0b      126.5°C

Force FW Upgrade
On Next Startup
DISABLED

3 Press the Encoder Knob to access the menu, rotate the Encoder Knob to choose between ENABLED and DISABLED, 
press the Encoder Knob to confirm the option.

93.2°C      9.0b      126.5°C

Steam Board
FW v3.0.1
HW v2.1

4 Rotate the Encoder Knob to display the hardware and firmware version for the Steam Board.

• 	This parameter allows the technician 
to display the hardware and firmware 
version for all the electronic boards 
installed on the espresso machine.

Displaying the Firmware

93.2°C      9.0b      126.5°C

Electronics
Settings
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93.2°C      9.0b      126.5°C

Profile Board
FW v0.2.0

HW v2.4
5 Ruotare la Manopola Encoder per visualizzare la versione dell’hardware e firmware della Strada EP Board.

93.2°C      9.0b      126.5°C

Universal Board
HW v3.2 6 Rotate the Encoder Knob to display the hardware version for the Universal Board.

93.2°C      9.0b      126.5°C

G1 Display
FW v0.6.0
HW v3.2

7 Rotate the Encoder Knob to display the hardware and firmware version for the Graphic Display Board of each 
individual group.

93.2°C      9.0b      126.5°C

Electronics
Exit 8 Press the Encoder Knob to quit the submenu.

93.2°C      9.0b      126.5°C

Electronics
Settings

• 	This parameter allows the technician 
to display the hardware and firmware 
version for all the electronic boards 
installed on the espresso machine.

Displaying the Firmware
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93.2°C      9.0b      126.5°C

Password
0000 1 After entering the password and accessing the “Technician” programming menu, rotate the Encoder Knob until 

the following is displayed.

93.2°C      9.0b      126.5°C

Display Brightness
MEDIUM 2 Press the Encoder Knob to access the menu, rotate the Encoder Knob to choose between LOW, MEDIUM and HIGH, 

press the Encoder Knob to confirm the option.

93.2°C      9.0b      126.5°C

Exit
Menu 3 You must scroll to the exit menu to exit the programming mode, or press the Encoder Knob for 2 seconds.

• 	This parameter allows the operator to 
adjust the brightness of the screen.

Display Brightness

93.2°C      9.0b      126.5°C

Display Brightness
MEDIUM
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“Technical” Programming

93.2°C      9.0b      126.5°C

Password
0000 1 After entering the password and accessing the “Technician” programming menu, rotate the Encoder Knob until 

the following is displayed.

93.2°C      9.0b      126.5°C

Display AutoDim
ENABLED 2 Press the Encoder Knob to access the menu, rotate the Encoder Knob to choose between ENABLED and DISABLED, 

press the Encoder Knob to confirm the option.

93.2°C      9.0b      126.5°C

Exit
Menu 3 You must scroll to the exit menu to exit the programming mode, or press the Encoder Knob for 2 seconds.

• 	This parameter allows the operator 
to set the reduction of the screen 
brightness after a period of inactivity of 
the machine.

• This feature can be enabled or disabled.

Display AutoDim

93.2°C      9.0b      126.5°C

Display AutoDim
ENABLED
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93.2°C      9.0b      126.5°C

Password
0000 1 After entering the password and accessing the “Technician” programming menu, rotate the Encoder Knob until 

the following is displayed.

93.2°C      9.0b      126.5°C

Reset
Profiles 2 Press the Encoder Knob to access the menu.

93.2°C      9.0b      126.5°C

Do you want to
Reset Profiles? 3 Press the Encoder Knob to reset the settings.

93.2°C      9.0b      126.5°C

Cancelling...
Resetting Profiles... 4 Reset in progress.

• 	This parameter allows the operator to 
reset the pressure guide profiles to the 
original factory settings.

Reset Pressure Guides

93.2°C     9.0b       126.5°C

Reset
Profiles
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93.2°C      9.0b      126.5°C

Password
0000 1 After entering the password and accessing the “Technician” programming menu, rotate the Encoder Knob until 

the following is displayed.

93.2°C      9.0b      126.5°C

Load Profiles
From USB 2 Press the Encoder Knob to access the menu.

93.2°C      9.0b      126.5°C

Insert USB Key

3 Insert the USB Pendrive into the USB port and press the Encoder Knob.

93.2°C      9.0b      126.5°C

Exit
Menu 4 You must scroll to the exit menu to exit the programming mode, or press the Encoder Knob for 2 seconds.

93.2°C      9.0b      126.5°C

Load Profiles
From USB

• 	This parameter allows the technician to 
load some guide profiles from the USB 
pendrive.

Pressure Guides
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93.2°C      9.0b      126.5°C

Password
0000 1 After entering the password and accessing the “Technician” programming menu, rotate the Encoder Knob until 

the following is displayed.

93.2°C      9.0b      126.5°C

Save Pressure Guides
To USB 2 Press the Encoder Knob to access the menu.

93.2°C      9.0b      126.5°C

Insert USB Key

3 Insert the USB Pendrive into the USB port and press the Encoder Knob.

93.2°C      9.0b      126.5°C

Exit
Menu 4 You must scroll to the exit menu to exit the programming mode, or press the Encoder Knob for 2 seconds.

93.2°C      9.0b      126.5°C

Save Profiles
to USB

• 	This parameter allows the technician 
to save the guide profiles on the USB 
pendrive.

Pressure Guides
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93.2°C      9.0b      126.5°C

Password
0000 1 After entering the password and accessing the “Technician” programming menu, rotate the Encoder Knob until 

the following is displayed.

93.2°C      9.0b      126.5°C

Save and Load
USB Settings 2 Press the Encoder Knob to access the menu.

93.2°C      9.0b      126.5°C

Load Settings
From USB 3 Press the Encoder Knob to access the menu.

93.2°C      9.0b      126.5°C

Insert USB Key

4 Insert the USB Pendrive into the USB port and press the Encoder Knob.

93.2°C      9.0b      126.5°C

Save and Load
USB Settings

• 	This parameter allows the technician to 
save and load some guide profiles from 
the USB pendrive.

Pressure Guides
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93.2°C      9.0b      126.5°C

Password
0000 1 After entering the password and accessing the “Technician” programming menu, rotate the Encoder Knob until 

the following is displayed.

93.2°C      9.0b      126.5°C

Reset
Settings 2 Press the Encoder Knob to access the menu.

93.2°C      9.0b      126.5°C

Barista Settings
Reset 3 Press the Encoder Knob to reset the settings made in the "Barista" programming.

93.2°C      9.0b      126.5°C

Technician Settings
Reset 4 Press the Encoder Knob to reset the settings made in the "Technician" programming.

93.2°C      9.0b      126.5°C

Reset
Settings

• This parameter allows the technician to 
reset all the values returning to initial 
factory settings.

• It is possible to reset the settings you 
made in the “Barista” programming or 
the settings you made in the “Technical” 
programming.

Reset
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93.2°C      9.0b      126.5°C

Reset
Exit 5 Press the Encoder Knob to quit the submenu.

93.2°C      9.0b      126.5°C

Exit
Menu 6 You must scroll to the exit menu to exit the programming mode, or press the Encoder Knob for 2 seconds.

93.2°C      9.0b      126.5°C

Reset
Settings

• This parameter allows the technician to 
reset all the values returning to initial 
factory settings.

• It is possible to reset the settings you 
made in the “Barista” programming or 
the settings you made in the “Technical” 
programming.

Reset
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Water Quality
• This parameter allows the operator to 

view the TDS and water hardness values 
that are measured by the water probe at 
the inlet of the coffee machine.

93.2°C      9.0b      126.5°C

Water Sensor
Total Hardness:20 ppm
TDS:140 ppm

93.2°C      9.0b      126.5°C

Password
0000 1 After entering the password and accessing the “Technician” programming menu, rotate the Encoder Knob until 

the following is displayed.

93.2°C      9.0b      126.5°C

Water Sensor
Total Hardness:20 ppm
TDS:140 ppm

2 Display of water hardness and TDS values.

93.2°C      9.0b      126.5°C

Exit
Menu 3 You must scroll to the exit menu to exit the programming mode, or press the Encoder Knob for 2 seconds.
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Display Operating Procedure

“Technical” Programming

Gateway
• This parameter allows the operator to 

connect the coffee machine to the WiFi 
connection.
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Configure
Gateway

93.2°C      9.0b      126.5°C

Password
0000 1 After entering the password and accessing the “Technician” programming menu, rotate the Encoder Knob until 

the following is displayed.

93.2°C      9.0b      126.5°C

Configure
Gateway 2 Press the Encoder Knob to access the menu.

93.2°C      9.0b      126.5°C

Gateway Unlocked
Press encoder
to exit

3
The Gateway is ready to connect to the WiFi network. 

Press the Encoder Knob to quit the submenu.
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Exit
Menu 4 You must scroll to the exit menu to exit the programming mode, or press the Encoder Knob for 2 seconds.
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Display Operating Procedure

“Technical” Programming

93.2°C      9.0b      126.5°C

Password
0000 1 After entering the password and accessing the “Technician” programming menu, rotate the Encoder Knob until 

the following is displayed.

93.2°C      9.0b      126.5°C

Update
Firmware 2 Press the Encoder Knob to access the menu.

93.2°C      9.0b      126.5°C

Insert USB Key
and Press Enter 3 Insert the USB Pendrive into the USB port and press the Encoder Knob.

 

4 When the update is over, the espresso machine restarts. Set the switch to 0 (zero) and then again to 1.

93.2°C      9.0b      126.5°C

Update
Firmware

• This parameter allows the technician to 
update the control unit of the espresso 
machine via a USB Pendrive.

Update Firmware

   95.5°C       8.7b            126.6°C
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Display Operating Procedure

“Technical” Programming

93.2°C      9.0b      126.5°C

Exit
Menu 1 Press the Encoder Knob to exit the “Technician” programming mode and return to the normal use of the 

espresso machine.

93.2°C      9.0b      126.5°C

Exit
Menu

• This parameter allows the technician to 
exit the “Technical” programming and 
return to the normal use of the espresso 
machine.  

Exit Menu






